
Dimensions

Lumen  (Raw)  

Light  range

Housing  material

+Vdc  White  position  light

item  number

Power  consumption  (Pos.  light)

Wattage  

Guarantee

Pasta

Cable

Referentiegetal

Voltage  range  

Height  incl.  base

Light  color

Lens  material

+Vdc  Amber  position  light

Light  image

IP  value

Power  consumption  (beam)

Connector  

+Vdc  High  beam

Certificates

Cable  colors

LED’s  

Temperature  range

Montage  

WD-16016  (black) /  WD-16016W  (white) 

Driving  beam  +  Duo  color  daytime  running  lights 

16.000lm  

  9-36

16  x  10W  LP  LED’s  

160  Watt  

12v:  13,3A /  24v:  6,6A  

12v:  0,13A /  24v:  0,08A  

IP68  

220  x  205  x  74mm  

217mm  

Double  mounting  bracket  (bottom  &  top)

30cm  +  300cm  extension  cable

6-PIN  sealed  Deutsch  connector

210lux  @  10m /  1Lux  @  667m  

6000K  

Aluminium  (ADC12)  

Polycarbonate  Darklook  lens  cover

-30°C  t/m  +60°C

45  

CE,  ECE-R10,  ECE-R148,  ECE-R149

3  years

Reduced  power
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Datasheet  Phantom  series  WD-16016(W)  

Specifications
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